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Technical Data Sheet 
 

Wood Stain 
Professional waterbased stain 
 
The Wood Stain is compatible with most varnishes, oils and waxes. 
Almost odorless, the Wood Stain dries fast and is ideal for woodwork 
and furniture coloration. The Wood Stain resists to UV rays and can be 
used for interior or exterior project. 
 
Application 
Stir well with a stick before and while using. Wood must be 
sanded with grit 150 sandpaper, dust off and clean. Apply with a stain 
pad or a foam brush uniformly and generously on all the surface to 
finish. Wipe rapidly all the excess with a rag. Let dry for two hours and 
apply a finish product of your choice. 
 
Application tools 
Stain pad, sponge brush, sponge, cotton rag, stain applicator or 
sprayer. Number of coat One coat. To obtain a more intense tint, it’s 
recommended to apply a second coat. 
 
Drying time 
2 Hours 
 
Project types 
Furniture, kitchen cabinet, counter, kitchen islets, doors and windows, 
trims, child furniture, paneling, stairs 
 
Compatibility 
Compatible with most varnishes, waxes and oils and lacquer. 
It’s strongly recommended reading carefully the technical sheet of the 
product and making prior test to ensure the propriety and compatibility 
of the products. 
 
Residues Disposal 
Consult your municipality for proper disposal procedure of this product 
residues. 
 
 
 
 
 
 
 
 

 
 
• Water based 
• Compatible with all varnishes, waxes 
and oils 
• For interior and exterior 
• UV resistant 
• Fast drying 
• LowVOC 
• Very low odor 
• Colors can be mix together 
• Compatible with all water based stain 
• Can be added to water based varnish 
 
Covering 
150 à 200 sq ft / L 
 
Surface types 
Wood 
 
Tools cleaning 
Water 
 
Composition 
Water, acrylic resin, pigments and 
organics solvents. 
 
VOC 
35 g / L 
 
Color 
Teck, Cognac, Chocolate, Sienna, 
Cappuccino, Espresso, Ebony, Stone 
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Warranty 
Tembi products guarantee the quality of its products. They comply with 
the description given in the data sheets and proper labels for their 
intended use, in accordance with the instructions indicated by the 
company. However, since the manufacturer has no control over the 
circumstances, methods and usage conditions, this warranty covers 
only the high quality of Finico 
products 
 
 
 
 
 

Aspect 
Liquid 
 
Sizes 
• 250 ml 
• 946 ml 
• 3.78 L 
 
Dilution 
Finico Neutral Wood Stain. 
 
Storage 
Keep in a dry place, safe from frost 
 
Origin 
Italy 
 
Packaging 
Canada 
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